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ROUTE DESIGNATION MILEAGE LANE MILES * DAILY VMT

I-16 Rural 144.43 577.72 2822

I-16 Small Urban 1.52 6.08 30

I-16 Urbanized 4.68 20.34 237

I-16 Large Urbanized 15.1 61.82 662

165.73 665.96I-16 Total 3751

I-20 Rural 125.39 514.22 3975

I-20 Large Urbanized 76.35 480.53 8037

201.74 994.75I-20 Total 12012

I-24 Rural 4.13 17.3 221

4.13 17.3I-24 Total 221

I-59 Rural 20.75 83.52 370

20.75 83.52I-59 Total 370

I-75 Rural 191.66 1048.29 9784

I-75 Small Urban 42.56 240.74 2202

I-75 Urbanized 42.82 236.08 2188

I-75 Large Urbanized 78.15 655.12 11906

355.19 2180.23I-75 Total 26080

I-85 Rural 101.25 437.31 4511

I-85 Small Urban 13.28 53.42 530

I-85 Large Urbanized 57.85 451.74 9026

Page 1 of 3

NOTE: Only routes "open to traffic" are used for calculations.

Lane Mileage is calculated by mulitplying the section length * the number of lanes for each section, 

then summarizing.

Vehicle Miles Traveled (VMT) is calculated by multiplying the sectionlength * Annual Average 

Daily Traffic for each section, then summarizing. 

* Daily VMT in Thousands (000's)



ROUTE DESIGNATION MILEAGE LANE MILES * DAILY VMT

172.38 942.47I-85 Total 14067

I-95 Rural 78.63 369.4 3594

I-95 Small Urban 11.74 70.44 604

I-95 Urbanized 5.46 21.84 247

I-95 Large Urbanized 15.91 95.46 978

111.74 557.14I-95 Total 5423

I-185 Rural 34.87 139.48 678

I-185 Large Urbanized 14.6 76.94 673

49.47 216.42I-185 Total 1351

I-285 Large Urbanized 62.66 531.96 10373

62.66 531.96I-285 Total 10373

I-475 Rural 3.93 21.42 225

I-475 Urbanized 11.95 70.14 669

15.88 91.56I-475 Total 894

I-516 Large Urbanized 6.58 26.32 310

6.58 26.32I-516 Total 310

I-520 Large Urbanized 10.18 46.88 591

10.18 46.88I-520 Total 591

I-575 Rural 8.65 34.6 229

I-575 Large Urbanized 22.34 91.19 1498

30.99 125.79I-575 Total 1727

I-675 Large Urbanized 11.04 54.8 706
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NOTE: Only routes "open to traffic" are used for calculations.

Lane Mileage is calculated by mulitplying the section length * the number of lanes for each section, 

then summarizing.

Vehicle Miles Traveled (VMT) is calculated by multiplying the sectionlength * Annual Average 

Daily Traffic for each section, then summarizing. 

* Daily VMT in Thousands (000's)



ROUTE DESIGNATION MILEAGE LANE MILES * DAILY VMT

11.04 54.8I-675 Total 706

I-985 Rural 1.6 6.4 88

I-985 Urbanized 13.85 55.4 657

I-985 Large Urbanized 8.62 34.48 484

24.07 96.28I-985 Total 1229

6631.381242.53State Total 79105
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NOTE: Only routes "open to traffic" are used for calculations.

Lane Mileage is calculated by mulitplying the section length * the number of lanes for each section, 

then summarizing.

Vehicle Miles Traveled (VMT) is calculated by multiplying the sectionlength * Annual Average 

Daily Traffic for each section, then summarizing. 

* Daily VMT in Thousands (000's)


